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AO33
The Seperator Tool

The AO33 Separator is designed to be 
used as a “helper tool” for the MCOT™ 
(Multi-Car Opening Tool) models AO31, 
AO32, AO34, AO35, AO36 and AO37. 
The AO33 is also useful when used in 
combination with the AO45 Loop-D-
Loop™ tool.

The precision ground tip on the AO33 is 
very useful for defeating the stiff inside 
weatherstrip as well as the defl ector 
fl ange found in some Toyota-Lexus 
models. By raising the tip of the tool 
into the vehicle interior, a gap is created 
between the inside weatherstrip and the 
window glass. This gap allows easier 
entry of the opening tool into the vehicle 
interior.

To use the AO33 Separator Tool, gently 
wedge the outside weatherstrip away 
from the window glass using two AO64 
wedges.

Remove rubber cap from from tip of 
tool. Insert the AO33 between the two 
wedges with the tool handle pointed 
toward the front of the vehicle, on the 
passenger side. 

Lower the tool down into the door cavity 
and rotate it about 45˚ beneath the edge 
of the window glass. 

Gently raise the tip of the tool past the 
inside weatherstrip and into the vehicle 
interior (see photos 1-3.) 

Now proceed with insertion of an  
MCOT, Button Finger tool or 
Loop-D-Loop™ tool.

® Why Use Anything Else?

GENERAL APPLICATIONS :  FORD, LEXUS, NISSAN, TOYOTA, VOLVO and any other vehicle that features an extremely 
tight inner door panel. This tool is used along with the AO31, AO32, AO34, AO35, AO36, AO37 and AO45.




